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*   325mm Formula Steering Wheel.5 mm high-quality carbon fiber plate makes the   
     wheel durable, rigid, and light-weight.

*    Light weight wheel body: 1850 g. The reduced rotational mass gives a greater feeling  
     of road details.

*   TwotypesofGripMaterials:LeatherorAlcantara(Optional).

*   2 thumb encoders, 1 RGB ABS Rotary Encoder, 1 RGB TC Rotary Encoder.

*   2nd gen button designs that minimize travel but maximize the crisp feeling.

*   Patented HALL paddle module designed for crisp shifting, precise activation, and *   Patented HALL paddle module designed for crisp shifting, precise activation, and 
 durability.

*   Patented button cap stickers, easy to apply.

*   Next generation driver software: SimPro Manager. 

*   One multi-function RGB light, aka SIMAGIC S-ray. Configure a RAY that suits you best.

*   8 customizable RGB buttons , 2 rotary encoder buttons , Two 7-way Multi-position        
     Rotary Switch.
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Leather                         Alcantara Leather                         Alcantara

05Product Introduction

GTC  Single Pick GTC-C  Double Clutch



06Steering Wheel Layout

Back image

Front image

1-8：Customized RGB lights for in-game settings 

9-12：Thumb Rotary Encoders            

13-14：Rotary Encoders

15-16：7-way Multi-position Rotary Switch

17：SIMAGIC S-ray Multi-function RGB light

18：Paddle modules A

19：Paddle modules B19：Paddle modules B

20：Paddle modules C                           

21：Paddle modules D

22：SIMAGIC Quick Release

23:   USB
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07Product Introduction

FX Formula Steering Wheel                   Length ：    325mm      

Width :    109mm                  FX  Weight :  1.4kg            

Height :    224mm                FX-C  Weight :  1.5kg             

HoleSpacingLayout(mm)
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325mm Formula Steering Wheel. Light weight wheel body: 1850 g. 

Patented button cap stickers (128x).

8 customizable RGB buttons, 2nd gen button designs that minimize
 travel but maximize the crisp feeling.

5 mm high-quality carbon fiber plate .

Next generation driver software: SimPro Manager.

TwotypesofGripMaterials:LeatherorAlcantara(Optional).TwotypesofGripMaterials:LeatherorAlcantara(Optional).

Paddle shifters can be adjusted horizontally and vertically.

Patented soft glow LED lights. Every RGB light is adjustable, 
clear and non-intrusive.

One multi-function RGB light, aka 
SIMAGIC S-ray.

50mm SIMAGIC Quick Release.

Patented HALL paddle module.

2 rotary encoder buttons.

Two 7-way multi-position switch.

2 thumb encoders,1 RGB ABS Rotary Encoder,2 thumb encoders,1 RGB ABS Rotary Encoder,
1 RGB TC Rotary Encoder

(Optional) Dual Clutch paddle system.

Patented next gen button design minimizes 
travel while maximizing tactile feedback.



Download the software 11

Click on the link below to download the dirver software：
https://www.simagic.com/download



* It is strictly forbidden to expose the device and its power supply to rain or humidity in order to avoid short circuit and electric shock that may cause device 

  malfunction and fire.

* Desired temperature of operation is 15°C-35°C.

* The recommended operation time of the wheel with continuous force feedback activity is 1 hour. Excessive use may cause health risks. We suggest taking a

  5-minute break every 20 minutes. Do not drive for more than 2 hours a day.

* Although this product has force feedback configuration, children under 13 years old must be under parental supervision to complete the configuration. 

  Parental guidance is required to monitor children's use of the device.  Parental guidance is required to monitor children's use of the device.

* This product contains small pieces and is not suitable for children under 13 years old to use alone.

* When you use it for the first time, please adjust the force feedback from minimum to a level you are accustomed to.

* In the game, if the Force Feedback previously set is beyond your control, please stop the game immediately and adjust the force feedback parameters.

* The wheelbase contains components that cannot be repaired by the user. Opening the casing is forbidden and may cause harm to people or property.

* Do not open the casing of the device, as it will void the warranty.

* Use only the power supply and power cord that came with your wheelbase, which is important to protect your safety, rights, and interests.

* Do not use a non-standard power supply and power cord.

* To ensure safety, replacements may only be issued from an authorized repair center.

* Do not use non-standard power sources, even if the voltage and frequency appear acceptable.

* To avoid product damage, use only AC power with a standard wall socket.

* Do not expose your wheelbase to sources of heat.

* Unplug the power cord of your wheelbase when unused for long periods of time.* Unplug the power cord of your wheelbase when unused for long periods of time.

* If the wheelbase is found to have any malfunctions, stop using it immediately and contact SIMAGIC Official or authorized center for help.

* Please subscribe to SIMAGIC official website and social platforms for any update regarding product information.
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Safe Operation

Electrical Safety

Safety Instructions



13Packing Brief 

SIMAGIC Stickers for DIYUSB data cable TweezerAllen Key

1.27mm/2mm/3mm

Warranty Card



Note：SIMAGIC's customized quick release adopts a high-precision design with six beads on the top 

    and four beads on the bottom. The steel ball holes must be aligned with the base to access the base.

       Retract the red shell of the 

quick release toward the steering 

wheel (retract the shell when 

removing the quick release)

1 2 3

14Quick Release
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* This product has strong force feedback strength and contains small parts. Children are forbidden to use the device without parental guidance.

* Please turn off the button and power supply to prevent accidents.

* Anyone trying to use your device for the first time must be instructed and monitored by you the owner.

* Loose clothing and easily tangled objects such as hair, cables, and skirts should be kept away from the device.

* Your SIMAGIC DDW is ready to use after being unboxed. We make sure the firmware is updated to the latest version when it leaves the factory. 

   For more information regarding software update, please refer to the SIMAGIC website and follow us on Twitter, Facebook, and Instagram @Simagicofficial.   For more information regarding software update, please refer to the SIMAGIC website and follow us on Twitter, Facebook, and Instagram @Simagicofficial.

* Users MUST wait for 1 hour before driving a car if they had been using the device. 

* This instruction manual is for demonstration purposes only, not for marketing purposes. It is a general instruction of a single product (including the relevant 

   series products). Please refer to the actual item for your purchase.

* The product images and contents shown above are for demonstration purposes only. The actual products may vary slightly in terms of the external design 

   (including but not limited to appearance, colors, and sizes) and the content display (including but not limited to backgrounds, UIs, and pictures). Please check    (including but not limited to appearance, colors, and sizes) and the content display (including but not limited to backgrounds, UIs, and pictures). Please check 

   the actual products for reference. 

* The test data above are all sampled from the SIMAGIC test laboratory and may not reflect the actual performance due to conditions of use and environmental 

   factors. Please refer to the actual user experience for performance evaluation. 

* The above contents, such as descriptions and images, are subject to changes. SIMAGIC may adjust relevant contents to provide more accurate product 

   information, specification, and feature description at any time based on the actual products in terms of performance, specification, index, and other information.    information, specification, and feature description at any time based on the actual products in terms of performance, specification, index, and other information. 

   Sometimes, the product supply may fluctuate due to unforeseen problems happening in the process of batching or delivery. In that case, SIMAGIC may change 

   relevant descriptions and images as needed without notification. Please refer to official channels for the latest information.

* Note: Documents like product manuals are written based on SIMAGIC products as supplements. Please download the relevant documents at approved 

   channels for the security of users' legitimate interest. 

Disclaimer and Notice 19



This manual is updated without notice. 

The latest manual and any SIMAGIC related information can be found on the official website .

If you have any questions and/or suggestions about this instruction manual or SIMAGIC products, 
please contact us through the information channel. 

Official website：www.simagic.com

International media platform：SIMAGIC official


